
Tools required:   Allen wrench (included in hardware pack)

Note:  These instructions are intended for various models.  Your products may not look 
exactly as those shown in the diagrams.

Recommendation:  Retighten all bolts on a seasonal basis to ensure your seating 
product remains strong and stable for many years of use.

Weight Capacities:  Guest - 300 lbs; Oversize - 400 lbs

Thank you for purchasing a Lesro product.
Need assistance with assembly?  Call Lesro customer service 1-800-275-7545.

Visit us on-line at www.lesro.com

Seating the Way You Want It
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Assembly Instructions
Chat Guest, Armless & Oversize - Upholstered

Parts List
Steel Frame Assembly
Back Cushion
Seat Cushion

Hardware Pack
 
1/2” Taper Head Allen Bolts, 4 pcs.
1 3/4” Allen Bolts, 4 pcs.
Nylon Seat Spacers, 4 pcs
Allen Wrench

1.	 Unpack and identify all parts.  

2.	 Place frame assembly upright on bench 
or floor. 

3.	 Attach back to frame using 1/2” Taper 
Head Allen bolts, as shown in figure 1. 
Start all 4 bolts loosely and then tighten 
securely.

4.	 Attach seat to frame using 1 3/4” Allen 
bolts and 1/2” nylon spacers between 
steel tube and bottom of seat, as shown 
in figures 2 and 3. Start all 4 bolts 
loosely and then tighten securely.

5.	 Your chair is now assembled and ready 
to use.
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